LY

TOTAL

GFCI and NON-GFCI
Receptacle

Raintight outlets .
screened \
ventilator 16
housing — \¢' . s ,‘"
* * 2T 45 Raintight
A ﬁr So 19 L‘:r‘/ cereenad
/3 service PR
* box = ventilator
1 i | v [ housing
b— 14 Gg{qge \\ E] [’]
resmne +—19 mm ACX
Panel 50 — plywood
© f - Thermostat  |[* fixed panel
——Grounding lug Control
o Fuse —
3 152 (W) x 406 (H e
- 102 (D
v - Circuit
breaker
_{H— Studs welded
i i 7 to enclosure
Line conduit _
extended to P (Total 10)
L service box |
S
508

SECTION B-B

FRONT VIEW

SECTION A-A

610 x 560 x 100

298
v
|
/
Padlockable /
draw latch < &
]
Finished Ground clamp \\
rade
9 ~N {50

(Exterior door removed for clarity)

Continuous stainless
steel piano hmge\

DIST| COUNTY ‘ ROUTE FMETER FeeT

KILOMETER FOST erv

NO. |SHEETS

etric

W'

ngi STERED ELL%W TCAL ENGINEER

July 1, 2004
PLANS APPROVAL DATE
Tt State o California or ifs officers of
gent nsible for fhe accuracy
Sronic. copres of /s ian

To get fo the Caltrans web site, go fo: hitp://w

vww.dot.ca.gov

To 120 Vv

Service

Grounding lug~"

™~ 508
A (A ~/8)
\\ | r——
- 508
\ 27 458
\. 1 ;
o o o Ofldo
S 3 3
Q 28
Y
L v
N 28.5 x 19 slots Typ— 408 keso
o)
O|
- BASE PLAN

_— Filtered ventilation

PCC pad

Cast in place
foundation

Grounding electrode —

SIDE VIEW

é// louvers
N -
e
o I )
AN 11 B _—HS gcwomzed( )
i anchor rods (4
/H"” I ::" 16 x 457 x 101
[N |
Wiy 11 I, |— conduit to 120 v
‘.Lﬂll I =l service
S e T )
T 1 —To telephone service
/ omr o or
( 610
~—53C to

controller cabinet

FRONT VIEW

—Thermostatically controlled switch,
normally open

WIRING DIAGRAM

NOTES

1. Telephone demarcation cabinet shall be furnished with a mounting panel,

outlets, circuit breaker and deadfront plates in place. Dimensions ar:

e nominal.

. An approved mastic or coulk\mg compound shall be placed on the foundation

prior to placing the cabinet, to seal openings between the bottom of the
cabinet and the foundation.

In unpaved areas, a raised PCC pad shall be placed in front of the telephone

demarcation cabinet. Pad shall be 610 mm x 560 mm x 100 mm thick, with
50 mm above the finished grade.

. All conduits shall be bonded to the enclosure.

Telephone demarcation cabinet:
a) Material shall be anodized aluminum (3.2 mm thick).

b) Fabrication shall conform to the requirements of
the Standard Specifications.

c) The exterior door shall be side hung and secured with a padlockable
draw latch, the pod\ock hole shall be a minimum diameter of 11 mm to
receive a State-furnished padlock.

d) Ventilation louvers shall be located on the door.

e) Fan shall be mounted in a ventilator housing.

f) Fan shall be fhermosmhccl\y controlled and adjustable to turn
on between 32°C and 65°C.

g) Fan circuit shall be fused at 175 percent of the fan motor capacity.
h) Fan capacity shall be at least 0.7 m3 per minute.

i) Fasten fixed mounting panels with nuts, lock and flat washers to
5 mm @ x 25 mm studs welded to enclosure.

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

ELECTRICAL SYSTEMS
(TELEPHONE DEMARCATION
CABINET, TYPE B)
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